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CERTIFICATE OF CONFORMITY OF THE FACTORY 
PRODUCTION CONTROL 

Notified Body No. 2358 
 
 

In compliance with Regulation (EU) No 305/2011 of the European Parliament and of the Council of 9 March 2011 (the 
Construction products Regulation or CPR), this certificate applies to the construction product(s) 

 
 

Hardwood plywood for structural use 
according to Appendix A 

 
 

Placed on the market under the name or trade mark of 

Asia Green Wood Sdn. Bhd. 
and produced in the manufacturing plant at the below address 

Plot 35-38, Kawasan Perusahaan Bukit Selambau, 08010 Sungai Petani, Kedah, Malaysia 
 
 

This certificate attests that all provisions concerning the assessment and 
verification of constancy of performance described in Annex ZA of the standard 

EN 13986:2004+A1:2015 
under system 2+ are applied and that 

the factory production control is assessed to be in conformity with the applicable requirements. 
 
 

This certificate was first issued on September 9, 2024 and will remain valid as long as neither the harmonised standard, the construction 
product, the AVCP methods, nor the manufacturing conditions in the plant are modified significantly, unless suspended or withdrawn by 

the notified factory production control certification body. 
 
  
 

 
 
 
 
 
 
 
 
 
 

  
 

  

Certificate number: 
2358-CPR-0394 

Date of initial certification: 
May 25, 2023 

Date of last issue: 
November 27, 2025 

Certificate expiry date: 
September 8, 2026 

 Māris Zamovskis 
Member of the board 

BM Certification 

 
  

EN ISO/IEC 17065 
S1-439 

http://www.bmcertification.com/


 

 
 

Appendix A 
 
 

Issue No.: 1 
Date: September 9, 2024 
Certificate No. 2358-CPR-0394 

 
 

Hardwood plywood 
unfaced 

 
 

Conditions (EN636) internal dry, internal humid and external 

Adhesive type: Phenol Formaldehyde 

Formaldehyde class: E1 

Thickness range: 4.0 – 25.0 mm 
 

 
 
 


